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Industrial Batteries / Network Power

Marathon M-FT

> Improved Total Cost of Ownership - due to a very long

design life: 15 years

> Front terminal design — easy access for faster

installation and maintenance

> Durable polypropylene casing (available as flame
retardant) — maintains structural integrity in higher

operating temperatures

> Short recharging time - high availability

> Optimal energy density — saves floor space

> Completely recyclable - low CO, footprint

MADE IN PORTUGAL

> Design life: 15 years (until 80% C10 at 20°C and 1.80Vpc)

> EUROBAT 2015 Classification: »>12 years — Very Long Life«
> Maintenance-free (no topping up) during the

whole service life

> High-Compression Absorbent Glass Mat (AGM) technology >
Nominal capacity 35.0 — 200 Ah

> Central degassing

> Available as standard or flame retardant version (UL 94 V-0)
> Grid plates with superior lead low calcium high tin alloy

> Very low gassing due to internal gas recombination

(99 % efficiency)

GNB

INDUSTRIAL POWER

A Division of Exide Technologies

MAOARATHGN

HIGH PURITY

LEAD

> Low self discharge rate, enabling extended storage

capability

> Designed in accordance with IEC 60896-21/-22

> Approval: Underwriters Laboratories (UL)

> Trouble-free transportation of operational blocks and cells.
no restriction for most rail, road, sea and air transportation

(IATA, DGR clause A67)

> Manufactured in Europe in our ISO 9001 certified

production plants
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INDUSTRIAL POWER

Marathon M-FT

Technical data

Technical characteristics and data

Type Part number Nom. | Nominal | Capacity | Capacity | Capacity | Length | Width | Height | Weight | Internal | Short Terminal
voltage | capacity | C,1.75 | C,1.70 | C,1.60 (1) (b/w) (h) resist- | circuit

C,,1.80 | Vpc 25°C Vp620°C Vpc 20°C ance | current

10
Vpc 20°C max. max. max. | approx.

Ah Ah Ah Ah mm mm mm kg |mOhm**| A*
M12V35FT | NAMF120035HMOMB | 12 35.0 35.0 30.8 27.0 280 107 189 14.0 11.0 1149 | M-M6-90°
M12V50FT | NAMF120050HMOMB | 12 47.0 48.0 41.1 34.9 280 107 231 18.0 8.2 1547 | M-M6-90°
M12V60FT | NAMF120060HMOMB | 12 59.0 59.0 50.2 40.8 280 107 263 23.0 7.0 1794 | M-M6-90°
M12V90FT | NAMF120090HMOFB 12 86.0 86.0 75.2 65.3 395 105 270 31.0 5.1 2440 | F-M6-90°
M12V100FT | NAMF120100HMOFB 12 100 103 89.4 75.0 395 105 287 33.0 5.0 2445 | F-M6-90°
M12V105FT | NAMF120105HMOFB 12 100 104 86.6 7.3 511 110 238 35.8 49 2554 | F-M6-90°
M12V125FT | NAMF120125HMOFB 12 121 125 112 89.4 559 124 283 476 47 2640 | F-M6-90°
M12V155FT | NAMF120155HMOFB 12 155 158 133 105 559 124 283 52.8 3.8 3292 | F-M6-90°
M12V190FT | NAMF120190HMOFB 12 190 193 168 140 559 125 318 60.0 34 3653 | F-M6-90°

6 Nm 11 Nm

1.65 Vpc - Discharge in A at 20 °C

pe 0 0
M12V35FT 2067 1595 1064 810 485 309 221 174 122 781 51.8 42.6 36.3 19.8
M12V50FT 2416 2039 1337 1060 659 416 296 232 165 107 70.7 56.8 475 241
M12V60FT 2426 2089 1500 157 739 489 350 276 197 130 878 M3 60.1 314
M12VI0FT 3800 3190 2250 1800 1190 739 522 408 293 193 130 105 89.3 470
M12V100FT 4924 4153 2950 2310 1449 865 605 502 359 227 149 122 103 53.6
M12V105FT 4505 3800 2770 2160 1326 809 579 456 326 214 145 18 99.8 525
M12V125FT 2373 2373 2373 2373 1599 981 705 557 403 269 186 157 131 676
M12V155FT 5500 4800 3470 2850 1960 1196 865 695 517 337 223 182 153 81.3
M12V190FT 6380 5938 4480 3519 2245 1600 1200 920 650 423 283 232 196 108

X i HH 1% VRLA ¥

Design life Nominal Block battery Grid plate Recyclable Valve regulated Maintenance
15 years capacity lead-acid free (no
35.0-200 Ah batteries topping up)
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